SEWAGE CHANNEL IMPELLER

B 50 - 80mm

The B-series is the basic model
of the Tsurumi submersible

B Major Standard Specifications

Discharge Bore

mm

50 | 80 |

Wastewater, and Liquid carrying

TSURUMI Pump

mPerformance Curves

sewage pumps, and it can be |0 Pe o Waste and Solid Matters 20 S.S. 3000min” 20 S.S. 3600min”
. ’ . . Fluid Fluid Temperature 01t040C
used for various kinds of field. Impeller | Channel Impeller 50 60
. A Structure| Shaft Seal | Double Mechanical Seal with Oil Lifter
A channel im pel ler praCtlcaI Iy Pump Bearing Double-shielded Ball Bearing H Z HZ
prevents internal clogging and Impeller | Gray Iron Casting
.. Materials| Casing Gray Iron Casting - —_
enables the pump to efficiently Shaft Seal |SiC E B
transfer sewage and wastewater Type, Pole 2Drgo':';'pe Submersible Induction Motor § g
.. . . i T ?) T
containing solid matters. It is Class of Insulation | C1asS E (15K only) 3 9@,\9 5 0’&9
available as Phase _?Lngle-p}?ase (suffix “S”) = = {o‘
ree-pnase
an extended Motor | Starting Method gia:ggtcggrl_si;aért (single-phase only) \
line-u p from Protection Device (built-in) | Circle Thermal Protector \
50 to 800 mm Lubricant Turbine Oil (ISO VG32)
di h Frame Gray Iron Casting 0 0
ISscharge Materials| Shaft 403 Stainless Steel 0 05 1.0 1.2 0 05 1.0 1.2
bores. Free Standing GL::Kite Rail - ﬁ/%Stamless Steel (1.5kW only) Capacity (m/min) Capacity (m¥/min)
itting
Discharge Connection Screwed Flange * Standard, Automatic and Auto-Alternation models have the identical performance.
M Standard Specifications
Dry Weight * kgs Cabtyre Cable
Discharge Standard Model Automatic Model Auto-Alternation Model Motor Speed | Impeller y velg Auloma%c : i
Bae Ouput Starting|  (S.S.) Passage Standard Model | o Afemaion Model o of 200~240V | 380~575V Lo
mm | Standing TOS TS Standing TOS TS Standing TOS TS kW min-1 mm Standing|  Fiting | Standing| ~ Fitting mm2 | mm mm2 | mm | m
50 |50B24 | TOS50B2.4 TS50B2.4 I I — 0.4 | D.O.L. | 3000/3600 | 35x22/35x18 | 25 | 24 | — | — 1 |4x125|111|4x1.25|11.1| 6 |PVC
110~120V 220 ~240V
50 |50B2.75S | TOS50B2.75S | TS50B2.75S |50BA2.75S | TOS50BA2.75S | TS50BA2.758 | —— I — 0.75 | Capacitor | 3000/3600 | 45x20/51x23 | 32 | 30 | 34 | 32 1 |3x20 |109|3x1.25(10.1| 5 |PVC
50 |50B2.75H | TOS50B2.75H | TS50B2.75H | —— I — 0.75 | D.O.L. | 3000/3600 21x25 24 | 23 | — | — 1 |4x125|111|4x1.25|11.1| 6 |PVC
50 |50B2.75 |TOS50B2.75 |TS50B2.75 — — — 0.75 | D.O.L. | 3000/3600 | 45x20/51x23 | 25 | 24 | — | — 1 |4x125|11.1|4x1.25|11.1| 6 |PVC
80 |80B21.5 |TOS80B21.5 | TS80B21.5 80BA21.5 | TOS80BA21.5 | TS80BA21.5 | 80BW21.5 | TOSB0BW21.5 | TS80BW21.5 | 1.5 | D.O.L. | 3000/3600 | 49x41/49x35 | 36 | 34 | 40 | 38 1 [4x125|11.1|4x1.25|11.1| 6 |PVC
* Dry weight
All weights excluding cable
Weights of guide rail fitting excluding duckfoot bend
M Applications B Model Number Designation 50 2 .75 S H MmStandard Accessories

* Transferring sewage and wastewater to

wastewater treatment plant

* Draining wastewater from industrial

plant

* Draining effluent from residence, hotel,

commercial complex, etc

Distributed by Australian Pump Industries (02) 8865 3500

Discharge bore in millimeters

Name of the Series
Operation Sub Code

j

None : None Automatic Operation

A : Automatic Operation

W : Auto-Alternation Operation
Number of poles of the motor

Rated motor output in kilowatts

Phase

Free Standing

* Discharge Bend
(with Packing & Bolts)
» Screwed Flange

None : Three-phase
S : Single-phase

Sub code for the pumping head

H : High head

Guide Rail Fitting - TOS
« Lifting Chain 5m,

(with Shackles)
 Guide Support

(with Bolts & Nuts)
* Guide Hook (with Bolts)
* Duckfoot Bend
» Guide Connector (with Bolts)
« JIS 10kg/cm? Flange

(with Packing, Bolts & Nuts)
* Foundation Bolts (with Nuts)

Guide Rail Fitting - TS

« Lifting Chain 5m,
(with Shackles)
* Guide Support

(with Bolts & Nuts)
* Guide Hook (with Bolts)

* Duckfoot Bend
* Guide Connector

(with Bolts)

B 100mm p



SEWAGE CHANNEL IMPELLER

B 100mm

The B-series is the basic model
of the Tsurumi submersible

B Major Standard Specifications

Discharge Bore mm

100 |

Wastewater, and Liquid carrying

mPerformance Curves

TSURUMI Pump

sewage pumps, and it can be |0 Pe o Waste and Solid Matters 34 $.S. 1500min” 34 S.S. 1800min”
. . . Fluid Temperature 0t040C
used for various kinds of field. Impeller | Channel Impelier 30 50 30 60
. A Structure| Shaft Seal | Double Mechanical Seal with Oil Lifter
A channel Impe”er practlcally Pump Bearing Double-shielded Ball Bearing HZ HZ
prevents internal clogging and ~ |impeller | Gray Iron Casting
enables the pump to efficiently Vaieriels Casing  Gray lron Gasting £ 7 £ 29
Shaft Seal | Si . _ E 2lrg %, < 200, 8,
. . . ype: 4-pole 2 k| g 2 RN X N LY
containing solid matters. It is Class of Insulation | C12ss E (3.7kW and below) 5 - N = N NN
ilable as . Class F (5.5kW and above) E 7“% |§ \)}'\ \
aval ' Phase Three-phase 43 AN %,
Starting Method Direct on Line 10 7 10 R‘fé{ N
an eXtended Motor Protection Device (built-in) | Circle Thermal Protector ’% Io\e‘if
line-up from Lubricant Turbine Oil (ISO VG32) <o % >
Frame Gray Iron Casting N N\

50 to 800 mm Materials | Shaft 420 Stainless Steel

. 0 0
dISCharge Cable E\rflgrgsbzgr\\/g %ﬁ%ggﬁ\g’gkw and above) 0 1.0 2.0 24 0 1.0 2.0 24
bores. Free Standing Guide Rail Discharge Connection JIS 10K Flange Capacity (m*/min) Capacity (m*/min)

Fitting * Standard, Automatic and Auto-Alternation models have the identical performance.
M Standard Specifications
Dry Weight * kgs Cabtyre Cable

Discharge Standard Model Automatic Model Auto-Alternation Model Votor Speed Impeller y elg Auloma%c : y

Bare Ouput Starting|  (S.S.) Passage Standard Model | 1o Afemaion Model o of 200~240V | 380~575V Lo

mm | Standing TOS TS Standing TOS TS Standing TOS TS kW min-1 mm Standing|  Fiting | Standing| ~ Fitting mm2 | mm mm2 | mm | m

100 |100B42.2 | TOS100B42.2 | TS100B42.2 |100BA42.2 | TOS100BA42.2 | TS100BA42.2 | 100BW42.2 | TOS100BW42.2 | TS100BW42.2 | 2.2 | D.O.L. | 1500/1800 | 47x53/47x46 | 68 | 64 | 78 | 74 1 4x2.0 | 11.8| 4x2.0 |11.8| 6 |PVC

100 |100B43.7 | TOS100B43.7 | TS100B43.7 |100BA43.7 | TOS100BA43.7 | TS100BA43.7 | 100BW43.7 | TOS100BW43.7 | TS100BW43.7 | 3.7 | D.O.L. | 1500/1800 | 81x53/81x47 | 84 | 80 | 94 | 90 1 4x3.5 [13.9| 4x2.0 |11.8| 6 |PVC

100 |100B43.7H| TOS100B43.7H | TS100B43.7TH | —— —_— —_— 3.7 |D.O.L. | 1500/1800 | 35x62/35x55 | 81 | 77 | — | — 1 4x3.5 |13.9| 4x20 [11.8| 6 |PVC

100 |100B455 | TOS100B455 |TS100B455 | —— — —— | 55 |D.OL. | 150011800 | 40x51/40x43 |149| 142 | — | — | 1 | 4x3.5 |14.1| 4x3.5 |14.1| 8 Chg’ljggfr”e

100 |100B475 | TOS100B475 |TS100B475 | —— — —— | 7.5 |D.O.L. | 150011800 | 40x61/40x54 |162| 155 | — | — | 1 | 4x5.5 |16.8| 4x5.5 |16.8| 8 Ch}furggfr”e
* Dry weight

All weights excluding cable

Weights of guide rail fitting excluding duckfoot bend
M Applications BModel Number Designation 0] A437H M Standard Accessories

« Transferring sewage and wastewater to
wastewater treatment plant

* Draining wastewater from industrial
plant

* Draining effluent from residence, hotel,
commercial complex, etc

Discharge bore in millimeters

Name of the Series

Operation Sub Code

None : None Automatic Operation

Distributed by Australian Pump Industries (02) 8865 3500

4B 50+ 80mm

A : Automatic Operation
W : Auto-Alternation Operation

Number of poles of the motor

Rated motor output in kilowatts

Sub code for the pumping head

H : High head

Free Standing

* Discharge Bend
(with Packing & Bolts)
« JIS 10kg/cm? Flange
(with Packing, Bolts & Nuts)

Guide Rail Fitting - TOS
* Lifting Chain 5m,

(with Shackles)
* Guide Support

(with Bolts & Nuts)
* Guide Hook (with Bolts)
* Duckfoot Bend
» Guide Connector (with Bolts)
« JIS 10kg/cm? Flange

(with Packing, Bolts & Nuts)
» Foundation Bolts (with Nuts)

Guide Rail Fitting - TS
* Lifting Chain 5m,
(with Shackles)
* Guide Support
(with Bolts & Nuts)
* Guide Hook (with Bolts)
* Duckfoot Bend
» Guide Connector (with Bolts)

B 150mm p



SEWAGE CHANNEL IMPELLER

B 150mm

The B-series is the basic model of the Tsurumi submersible sewage pumps, and
it can be used for various kinds of field. A channel impeller practically prevents
internal clogging and enables the pump to efficiently transfer sewage and
wastewater containing solid matters. It is available as an extended line-up from 50

to 800 mm discharge bores.

Free Standing

B Major Standard Specifications

mPerformance Curves

TSURUMI Pump

Discharge Bore mm | 150 ‘

Wastewater, and Liquid carrying

Type of Fluid )
Waste and Solid Matters

Pumping
Fluid

Fluid Temperature 010 40C

Impeller Channel Impeller
Structure| Shaft Seal | Double Mechanical Seal with Qil Lifter
Bearing Double-shielded Ball Bearing
Pump
Impeller Gray Iron Casting
Materials | Casing Gray Iron Casting
Shaft Seal |SiC
Dry Type Submersible Induction Motor
Type, Pole
4, 6-pole
Class of Insulation Class B (3.7kW only)
Class F
Phase Three-phase
Starting Method Direct on Line (7.5kW and below)
Star-delta (11kW and above)
Motor

Circle Thermal Protector (7.5kW and below)

Protection Device Miniature Thermal Protector (11kW and above)

(built-in)
Leakage Sensor (22kW and above)
Lubricant Turbine Oil (ISO VG32)
Frame Gray Iron Casting
Materials | Shaft 420 Stainless Steel
Cable Chloroprene Rubber

Discharge Connection JIS 10K Flange

Distributed by Australian Pump Industries (02) 8865 3500
4B 100mm

S.S. 1000min™ S.S. 1200min™
S.S. 1500min™ S.S. 1800min™
’ 50 ’ 60
7_50 7506
o> | Hz % Hz
30 s 30 >
_ o5 € \éQ;
£ (& E 2,
m Applications 2 4 75 £ 2 ANZ
, = SO = To | O
« Transferring sewage and wastewater g i 00'47}\ g . So&q N
to wastewater treatment plant - LN . 5‘%\’{\
o : . \7.5,1'\ 5K
* Draining wastewater from industrial 10 1908 ] 10 ~ \‘1‘\\]\
plant — i '5|L — 15;0847.51\
« Draining effluent from residence, 1‘510\363\75\ ‘7.50\85%_'7 —
hotel, commercial complex, etc 0 [ [ | 0 [
+ Pumping storm water at flood control 0 1 2 3 L 4 5 6 0 1 23 . A 5 6
facility Capacity (m*/min) Capacity (m*/min)
B Standard Specifications
—_— Model otor Speed Impeller Dry Weight ** Cabtyre Cable
B reg Output | Starting | (S Passage kgs o of 200~240V | 380~575V —
Free Guide Rail Method | 50Hz/60Hz | 50Hz/60Hz | Free | Guide Rail CaOBIZs Cores x | QUier | Cores x | Quter 9| Material
mm Standing Fitting kW min- mm *' Standing |  Fitting mm2 | mm mm2 | mm | m
150 | 150863.7 |TOS150B637 | 37 | D.O.L. | 10001200 70/55 | 280 | 250 | 1 | 4x35 |14.1| 4x35 |14.1| 6 |‘mowe
150 | 150B47.5H | TOS150B47.5H | 7.5 | D.O.L. | 150011800 7570 | 210 | 180 | 1 | 4x55 16.8| 4x55 |16.8| 8 | 'moe
150 | 150B47.5L | TOS150B475L | 7.5 | D.O.L. |1500/1800| 60/50 | 196 | 171 | 1 | 4x55 16.8| 4x55 |16.8| 8 | s
235 TATiE=gs ar [y
150 | 150B411 | TOS150B411 11 | Star-Delta | 1500/1800 75 250 220 3 [ 8x8.5 [12.915x3.5 11291 8 | npr
ax55 [le8laxss [es (O
150 | 150B415 | TOS150B415 15 | Star-Delta | 1500/1800 75 270 240 3 [ 8x8.5 1152 3x8.5 152 Rubber
ax14 2l.z dx14 212 Chloropreng
150 | 150B422 | TOS150B422 22 | Star-Delta | 1500/1800 75 460 390 3 [ 3x14 119.7 8x14 11971 10 | ppper
150 | 150B437 TO150B437 37 | Star-Delta | 1500/1800 | 40x72/40x50 | 680 580 3 [8x22 26.1 | 3x22 26.11 10
3x1.25 | 10.5 | 3x1.25 | 10.5 Rubber
*I The impeller passages from 3.7 to 22kW models are described by the sphere diameter that can pass through the impeller.
*? Dry weight
All weights excluding cable
Weights of guide rail fitting excluding duckfoot bend
B Model Number Designation M Standard Accessories
150 B4 75H Free Standing Guide Rail Fitting - TOS / TO
Discharge bore in millimeters * Discharge Bend (with Packing & Bolts) « Lifting Chain 5m, (with Shackles)
Name of the Series » Guide Support (with Bolts & Nuts)
» Guide Hook (with Bolts)
Number of poles of the motor « Duckfoot Bend
Rated motor output in kilowatts » Guide Connector (with Bolts)
Sub code for the pumping head
H : High head B 200mm }

L : Low head



SEWAGE CHANNEL IMPELLER

B 200mm

The B-series is the basic model of the Tsurumi submersible sewage pumps, and
it can be used for various kinds of field. A channel impeller practically prevents
internal clogging and enables the pump to efficiently transfer sewage and
wastewater containing solid matters. It is available as an extended line-up from 50
to 800 mm discharge bores.

Free Standing

B Major Standard Specifications

Discharge Bore mm | 200 ‘

Wastewater, and Liquid carrying

mPerformance Curves

TSURUMI Pump

Pumping
Fluid

Type of Fluid

Waste and Solid Matters

Fluid Temperature

010 40C

Impeller

Channel Impeller

Structure| Shaft Seal

Double Mechanical Seal with Oil Lifter

Protection Device
(built-in)

Bearing Double-shielded Ball Bearing
Pump
Impeller Gray Iron Casting
Materials | Casing Gray Iron Casting
Shaft Seal |SiC
Dry Type Submersible Induction Motor
Type, Pole
4-pole
Class of Insulation Class E (S5kW only)
Class F
Phase Three-phase
Starting Method Direct on Line (7.5kW only)
Star-delta
Motor

Circle Thermal Protector (7.5kW only)
Miniature Thermal Protector

Leakage Sensor (22kW and above)

Lubricant

Turbine Oil (ISO VG32)

Frame

Gray Iron Casting

Materials| Shaft

420 Stainless Steel

Cable

Chloroprene Rubber

Discharge Connection

JIS 10K Flange

Distributed by Australian Pump Industries (02) 8865 3500
4B 150mm

S.S. 1500min™ S.S. 1800min™
) 50 ) 60
50 50
e Hz 2, Hz
?ss ¢6‘$
40 __ 40
E E
. . K <20 B & 20
mApplications $ a0 éoaéﬁ% £ a0 9”&?9 o@» N
* Transferring sewage and wastewater 8 % e %
e —~ XX e ~
to wastewater treatment plant 20 = N \ 20 ~y \
« Draining wastewater from industrial \} 2005 woag‘,
lant I~ 0p 08415 432 9005. e"’s\ 22
plan 10 2005 83577 ) 10 —5455
« Draining effluent from residence, 475 ~ 00835 ™~
hotel, commercial complex, etc 0 ‘ 0 ‘ \
+ Pumping storm water at flood control 0 5 10 0 5 10
facility Capacity (m*min) Capacity (m*/min)
B Standard Specifications
Discharge Model Motor Speed Impeller Dy st = Cabtyre Cable
Boreg outpt | Sterting | (S.8.) Passage kgs o of 200~240V | 380~575V Lo
Free Guide Rail P | Method | 50Hz/60Hz | 50HZ/60Hz | Free | Guide Rl CaOBIZs Cores x OD“ig’j’ Cores x %“if:r 9N | Material
mm Standing Fitting kW min- mm *' Standing |  Fitting mm2 | mm mm2 | mm | m
200 |200B47.5 | TO200B47.5 | 7.5 | D.O.L. | 1500/1800 | 80x60/100x50 | 203 | 208 | 1 | 4x55 |16.8| 4x55 |16.8| 8 ChEu’ggfr”e
4x%3.5 14.1 | 4x3.5 14.1 Chlompfene
200 |200B411 TO200B411 11 | Star-Delta | 1500/1800 | 68x60/65x58 252 257 3 [Bx38.5 [129[3x3.5 [129] 8 R
2x1.25 | 9.8 2x1.25| 9.8 Ubber
4x%x5.5 16.8 | 4x5.5 16.8 Ch|0r0prene
200 |200B415 | TO200B415 15 | Star-Delta | 1500/1800 | 70x60/69x60 302 287 3 |[8x5.5 |15.2|3x5.5 |15.2| 8 R
2x1.25 | 9.8 2x1.25| 9.8 ubber
4x14 21.7 | 4x14 21.7 Ch|0r0prene
200 |200B422H | TO200B422H | 22 | Star-Delta | 1500/1800 75 465 420 3 |[8x14 19.7 [ 3x14 19.7] 10 R
3x1.25 [10.5 | 3x1.25 [10.5 ubber
4x14 21.7 | 4x14 21.7 Ch|0r0prene
200 |200B422 | TO200B422 22 | Star-Delta | 1500/1800 75 450 390 3 [Bx14 19.7 [ 3x14 19.7] 10 R
3x1.25 [10.5 | 3x1.25 | 10.5 Ubber
4 =22 28.8 | 4x14 21.7 Ch|0r0prene
200 |200B437 | TO200B437 37 | Star-Delta | 1500/1800 40x77 710 605 3 [Bx22 26.1 | 3x14 19.7 | 10 R
3x1.25 [ 10.5 | 3x1.25 | 10.5 ubber
200 | 200B455 |TO200B455 | 55 | StarDefa | 1500/1800 | 40x110M45x90 | 1060 | 1020 | 2 |— 90301958 4o |(f0pine

*I The impeller passage of 22kW models are described by the sphere diameter that can pass through the impeller.

*? Dry weight
All weights excluding cable
Weights of guide rail fitting excluding duckfoot bend

B Model Number Designation
200 B 422 H

Discharge bore in millimeters T

Name of the Series

Number of poles of the motor

Rated motor output in kilowatts

Sub code for the pumping head

H : High head

W Standard Accessories

Free Standing
* Discharge Bend (with Packing & Bolts)

*7cores[3x38 & 1x22 & 3x2]

Guide Rail Fitting - TO

« Lifting Chain 5m, (with Shackles)
» Guide Support (with Bolts & Nuts)
» Guide Hook (with Bolts)

* Duckfoot Bend
» Guide Connector (with Bolts)

B 250mm p



SEWAGE CHANNEL IMPELLER

B 250mm

TSURUMI Pump

The B-series is the basic model of the Tsurumi submersible sewage pumps, and mPerformance Curves

it can be used for various kinds of field. A channel impeller practically prevents

S.S. 1000min’™ S.S. 1200min™
= H = - in-1 i1
internal clogging and enables the pump to efficiently transfer sewage and 60 S.S. 1500min 60 N S.S. 1800min
wastewater containing solid matters. It is available as an extended line-up from 50 50 60
to 800 mm discharge bores. %0 2 Hz S0 NN Hz

() 7
; & B i ; Al = N 7 '07
0| S Y 40 ™~ ] ) 40 5 ){
{ = é N \)Sogqs \E/ 6\6‘06¢ \
i i © > o] S
M Applications S 30 ~ N }s(r,\? 3 30 ~ o",, d
* Transferring sewage and wastewater g 2 3 Zs g O % 7\
to wastewater treatment plant T 20 23%%? 3 T 20 5 % 25
* Draining wastewater from industrial g2 \6\04?{, f&% s 2>
—— 20855 % IR TN
plant 10 SN 10 RN
« Draining effluent from residence, [ ReTT™~ ~ <77 N~
hotel, commercial complex, etc 0 ‘ 0
+ Pumping storm water at flood control o 2 4 6 8 10 12 14 o2 4 6 8 10 12 14
facility Capacity (m*min) Capacity (m*/min)
B Major Standard Specifications B Standard Specifications
Discharge Bore mm | 250 ight *2 Cabtyre Cable
| 1voe of Fluld Wastewater, and Liquid carrying Discharge e Motor Starti ?g?()j Imee"er Dry Vi\(lge;ght 200~ 240 V y380 578V
Pumping | TYP Waste and Solid Matters Bore X | Output arting by assage —1 No. of o o Length .
Flud - Free Guide Rail Method | 50Hz/60Hz | 50Hz/60Hz | Free | Guide Rail Cores x | QUter | Cores x | Quter Material
uid Temperature 010 40C ; o . » ; " Cables Dia. Dia.
mm Standing Fitting kw min-! mm Standing | Fitting mm2 | mm mm2 | mm | m
Impeller Channel Impeller Chl
Structure | Shaft Seal | Double Mechanical Seal with Oil Lifter 250 |250B611 |TO250B611 | 11 | Star-Defla | 1000/1200 | 80x68/80x58 | 430 | 390 | 1 |xasaaxd| 24.4 |whasendd) 21.3| 8 |
i f : 4x5.5 16.8 | 4x5.5 16.8
Pump Bearing | Double-shielded Ball Bearing 250 |250B415 |TO250B415 | 15 | StarDeta|1500/1800|  73/64 420 | 380 | 3 [B3x55 [152 3x55 [152] 8 Chg“’pfe“e
Impeller i 2x1.25| 9.8 2x1.25| 9.8 Ubber
P Gray Iron Casting Ax14 [ 21.7 | ax14a [21.7 Chlorapree
Materials|Casing | Gray Iron Casting 250 |250B622 |TO250B622 | 22 | StarDefia | 1000/1200 | 90x90/96x76 | 785 | 630 | 3 [3x1a 197 5x1a |1o7] 10 ‘P
. 4x14 21.7 | 4x14 21.7
Shatt Seal |SiC 250 |250B430 |TO250B430 | 30 | StarDefta | 15001800 | 75x80/76x76 | 730 | 610 | 3 [8xi4 | 197  axia 107 {0 |00y
: ; 3x1.2510.5 | 3x1.25 [ 10.5 Rubber
Dry Type Submersible Induction Motor 4= 22 28.8 | 4 <22 8.8 Chloroprene
Type, Pole 46 250 |250B437 | TO250B437 37 | Star-Delta | 1500/1800 | 63x80/65x76 | 765 640 3 [Bx22 [26.1[3x22 26.1| 10
, 6-pole 3x1.2610.53x1.25 | 10.5 Rubber
Class B (11kW only) 250 |250B445 |TO250B445 | 45 | StarDelta | 1500/1800 | 45x70/45x68 | 780 | 680 | 3 [ — | — [3=1a [197] 10 Chg”ggfe”e
Class of Insulation Class E (55kW and 75kW only) - — ? >[<31 ?;* ;g-g Ch 0
Class F 250 |250B455 |TO250B455 | 55 | Star-Defta | 1500/1800 | 45x70/45x68 | 1100 | 1040 | 2 |— 222720 10 [
Ph Three-ph — — % 38]" -
=2 i 250 | 250B475 |TO250B475 | 75 | StrDelia | 1500/1800 | 35x75/35x78 | 1150 | 1090 | 2 [t — 00X 958 4o |CRomiene
Motor | Starting Method Star-delta x - Ubber
. . Miniature Thermal Protector *! The impeller passage of 15kW model is described by the sphere diameter that can pass through the impeller. *Tcores[3x38 & 1x22 & 3x2]
Protection Device *2 Dry weight
(built-in)
uift-in Leakage Sensor (22kW and above) Al weights excluding cable
Lubricant Turbine Oil (ISO VG32) Weights of guide rail fitting excluding duckfoot bend
Frame Gray Iron Casting . . .
Materials| Shaft 2420 Stalnless Steel MModel Number Designation W Standard Accessories
Cable Chloroprene Rubber 250 B 6 11 Free Standing Guide Rail Fitting - TO
Discharge Connection JIS 10K Flange Discharge bore in millimeters * Discharge Bend (with Packing & Bolts) . Iélft!ng ghaln 5m, .(Wlth Sha8<(3kles)
Name of the Series * Guide Support (with Bolts & Nuts)

» Guide Hook (with Bolts)
* Duckfoot Bend
» Guide Connector (with Bolts)

Number of poles of the motor

Distributed by Australian Pump Industries (02) 8865 3500
4B 200mm

Rated motor output in kilowatts

B 300mm p




SEWAGE CHANNEL IMPELLER

B 300mm

The B-series is the basic model of the Tsurumi submersible sewage pumps, and
it can be used for various kinds of field. A channel impeller practically prevents
internal clogging and enables the pump to efficiently transfer sewage and
wastewater containing solid matters. It is available as an extended line-up from 50
to 800 mm discharge bores.

B Major Standard Specifications

M Applications

* Transferring sewage and wastewater
to wastewater treatment plant

* Draining wastewater from industrial
plant

* Draining effluent from residence,
hotel, commercial complex, etc

* Pumping storm water at flood control
facility

B Standard Specifications

mPerformance Curves

Total Head (m)

S.S. 1000min™
S.S. 1500min™
45
" 50
Hz
35 u”oo
%
30 %% o
&
25 &G
N
20 30085,
AT
15 ? 9A6‘5~$
0%]? 300\ N
10 \\2 &6‘30 N \
° 3009675 ~N
\

0
0 2 4 6 8 10 12 14 16 18 20 22 24 26

Capacity (m*/min)

TSURUMI Pump

S.S. 1200min™
in-t
45 S.S. 1800min
" 60
} Hz
35 Y%
%, 2
30 S, o
| N %
o 25
(]
% 20 \eooﬁ\\
© J63
= >
N SN
o\Q 0
o 086‘2{ \06630 s
NN
08—\
5 AR

0
0 2 4 6 8 10 12 14 16 18 20 22 24 26

Capacity (m*/min)

Discharge Bore mm

300 ‘

Pumping | Type of Fluid

Fluid

Wastewater, and Liquid carrying
Waste and Solid Matters

Fluid Temperature

010 40C

Impeller

Channel Impeller

Structure| Shaft Seal

Double Mechanical Seal with Oil Lifter

Bearing

Double-shielded Ball Bearing

Pump
Impeller

Gray Iron Casting

Materials | Casing

Gray Iron Casting

Shaft Seal

SiC

Type, Pole

Dry Type Submersible Induction Motor

4, 6-pole

Class of Insulation

Class B (15kW only)
Class E (55kW and 75kW only)
Class F

Phase

Three-phase

Motor Starting Method

Star-delta

Protection Device
(built-in)

Miniature Thermal Protector

Leakage Sensor (22kW and above)

Lubricant

Turbine Oil (ISO VG32)

Frame

Gray Iron Casting

Materials| Shaft

420 Stainless Steel

Cable

Chloroprene Rubber

Discharge Model Motor Speed Impeller 257 L Cabtyre Cable
Boreg outpyt | Sterting | (S.8.) Passage kgs o of 200~240V | 380~575V —
Free Guide Rail P Method | 50Hz/60Hz 50Hz/60Hz Free | Guide Rail C:BIZS Cores x %‘ig‘jr Cores x %“i‘a“j' NN ateria
mm | Standing Fitting kW min-* mm Standing | Fitting mm2 | mm mm2 | mm | m
300 |300B615 | TO300B615 | 15 | Star-Delta| 1000/1200 | 140x90/140x60 | 550 | 520 | 1 | 90[7x8&2xJ) | 24.4 |C[7x5542x7) 24.4 | 8 Chgu’ggfr”e
4=x14 21.7 | 414 21.7 Chloroprene
300 |300B622 | TO300B622 | 22 | Star-Delta | 1000/1200 | 140x76/127x76 790 685 3 [Bx14 19.7 [ 3x14 19.71 10
3x1.25 | 10.5 | 3x1.25 | 10.5 Rubber
300 |300B630 | TO300B630 | 30 | Star-Delta| 1000/1200 | 130x115/140x76 | 815 685 3 |[8x22 26.1 | 3x22 26.1| 10
3x1.25 [ 10.5 | 3x1.25 | 10.5 Rubber
4 <22 28.8 | 4 %22 28.8 Ch|0r0prene
300 | 300B637 | TO300B637 | 37 | Star-Delta | 1000/1200 | 140x100/140x65 | 850 725 3 |[8x22 26.1 | 3x22 26.1| 10
3x1.25 | 10.5 | 3x1.25 ;(133 Rubber
— — 4=x14 .
300 |300B445 | TO300B445 | 45 | StarDefta | 1500/1800 | 60x90/70x76 | 870 | 740 | 3 — I — 3514 TTo>] 10 |looene
— — [3x1.25 | 10.5 Rubber
— — | 7cl3x38]"| 35.8 Chloroprene
300 |300B655 | TO300B655 | 55 | Star-Delta | 1000/1200 | 105x90/110x90 | 1550 | 1500 2 — — Taxas 359 10 Rubter
— — | 7cI3x38]"| 35.8 Chloroprene
300 |300B475 | TO300B475 | 75 | Star-Delta | 1500/1800 60x80/65%90 1150 | 1100 2 — — Taxas ) 10 Hubger
* Dry weight “Tcores[3x38 & 1x22 & 3x2]

All weights excluding cable

Weights of guide rail fitting excluding duckfoot bend

B Model Number Designation
300 B 6 15

Discharge Connection

JIS 10K Flange

Distributed by Australian Pump Industries (02) 8865 3500

4 B 250mm

Discharge bore in millimeters T

Name of the Series

Number of poles of the motor

Rated motor output in kilowatts

W Standard Accessories

Free Standing
* Discharge Bend (with Packing & Bolts)

Guide Rail Fitting - TO

« Lifting Chain 5m, (with Shackles)
» Guide Support (with Bolts & Nuts)
» Guide Hook (with Bolts)

* Duckfoot Bend
» Guide Connector (with Bolts)

B 350mm )



SEWAGE CHANNEL IMPELLER

B 350mm

The B-series is the basic model of the Tsurumi submersible sewage pumps, and
it can be used for various kinds of field. A channel impeller practically prevents
internal clogging and enables the pump to efficiently transfer sewage and
wastewater containing solid matters. It is available as an extended line-up from 50

to 800 mm discharge bores.

B Major Standard Specifications

mPerformance Curves

TSURUMI Pump

S.S. 750min™ S.S. 900min™
30 S.S. 1000min™ 30 S.S. 1200min™
N 50 . 60
Hz A\ Hz
N
— 20 20 AN
£ £ &,
o 3 % 3 %
M Applications ° 15 %{ e 15 2 \%\
* Transferring sewage and wastewater 8 e SN ‘
R ~ [ | \ 2 }\3 \35&8
to wastewater treatment plant 10 5350 10 205552086 5~ 037
. . . 350pg 2086328635 322280 TN
+ Draining wastewater from industrial =822 TR0 ™S N~
~— \\ N
plant 5 I N 5 ~
+ Draining effluent from residence, TR NN
hotel, commercial complex, etc 0 0
« Pumping storm water at flood control 0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 0 2 4 6 8 10 12 14 16 18 20 22 24 26 28
facility Capacity (m*min) Capacity (m*/min)
B Standard Specifications
Discharge Model Motor Speed Impeller 257 L Cabtyre Cable
Boreg Output Starting (8.8.) Passage kgs No.of 200~240V | 380~575V Length
Free | Guide Rail Method | 50Hz/60Hz | 50HZ/60HZ | Free | GuideRal | yoc | Cores x | Quier | Cores x | Quter | %% Materl
mm | Standing Fitting kW min-* mm Standing | Fitting mm?2 mm mmg2 mm | m
4x<14 21.7 | 4x14 21.7 Ch|0r0prene
350 |350B822 | TO350B822 | 22 | Star-Delta| 750/900 | 156x100/160x90 | 965 815 3 |[38x14 19.7 [ 3x14 19.7] 10
3%x1.25 | 10.5 | 3x1.25 | 10.5 Rubber
4 <22 28.8 | 4x%x14 21.7 Ch|0r0prene
350 | 350B630 | TO350B630 | 30 | Star-Delta | 1000/1200 | 190x95/200x70 | 920 770 3 [Bx22 [26.1[3x14 [19.7]| 10
3x1.25 [ 10.5 | 3x1.25 | 10.5 Rubber
4 %22 28.8 | 4x14 21.7 Ch|0r0prene
350 | 350B637 | TO350B637 | 37 | Star-Delta | 1000/1200 [190x130/200x100| 970 815 3 [3x22 26.1 | 3x14 19.7] 10
3%x1.25 [ 10.5 | 3x1.25 ;0.5 Rubber
— — 4x<14 1.7
350 | 350B645 | TO350B645 | 45 | Star-Delta | 1000/1200 | 130x90/140x78 | 1550 | 1395 | 3 — I 5x1a [go7| 10 |Uoopene
— — [ax1.25 11.3 Rubber
* Dry weight

All weights excluding cable

Weights of guide rail fitting excluding duckfoot bend

B Model Number Designation
350 B 8 22

Discharge Bore mm | 350 ‘
. Wastewater, and Liqui rryin
pompng TpeciF e e
Fluid Temperature 010 40C
Impeller Channel Impeller
Structure| Shaft Seal | Double Mechanical Seal with Oil Lifter
Pump Bearing Double-shielded Ball Bearing
Impeller Gray Iron Casting
Materials | Casing Gray Iron Casting
Shaft Seal |SiC
Type, Pole Dry Type Submersible Induction Motor
6, 8-pole
Class of Insulation Class F
Phase Three-phase
Starting Method Star-delta
Motor Protection Device Miniature Thermal Protector
(built-in) Leakage Sensor
Lubricant Turbine Oil (ISO VG32)
Frame Gray Iron Casting
Materials| Shaft 420 Stainless Steel
Cable Chloroprene Rubber

Discharge Connection JIS 10K Flange

Distributed by Australian Pump Industries (02) 8865 3500
4B 300mm

Discharge bore in millimeters T

Name of the Series

Number of poles of the motor

Rated motor output in kilowatts

W Standard Accessories

Free Standing
* Discharge Bend (with Packing & Bolts)

Guide Rail Fitting - TO
« Lifting Chain 5m, (with Shackles)

» Guide Support (with Bolts & Nuts)

» Guide Hook (with Bolts)
* Duckfoot Bend
» Guide Connector (with Bolts)

B 400mm p



SEWAGE CHANNEL IMPELLER

B 400mm

The B-series is the basic model of the Tsurumi submersible sewage pumps, and
it can be used for various kinds of field. A channel impeller practically prevents
internal clogging and enables the pump to efficiently transfer sewage and
wastewater containing solid matters. It is available as an extended line-up from 50
to 800 mm discharge bores.

B Major Standard Specifications

mPerformance Curves

TSURUMI Pump

Discharge Bore

mm

400 |

Pumping
Fluid

Type of Fluid

Wastewater, and Liquid carrying
Waste and Solid Matters

Fluid Temperature

010 40C

Impeller

Channel Impeller

Structure| Shaft Seal

Double Mechanical Seal with Oil Lifter

Bearing Double-shielded Ball Bearing
Pump
Impeller Gray Iron Casting
Materials | Casing Gray Iron Casting
Shaft Seal |SiC
Dry Type Submersible Induction Motor
Type, Pole
6, 8-pole
Class of Insulation Class E (55kW and 75kW only)
Class F
Phase Three-phase
Starting Method Star-delta
Motor

Protection Device
(built-in)

Miniature Thermal Protector

Leakage Sensor

Lubricant

Turbine Oil (ISO VG32)

Frame

Gray Iron Casting

Materials | Shaft

420 Stainless Steel

Cable

Chloroprene Rubber

Discharge Connection

JIS 10K Flange

Distributed by Australian Pump Industries (02) 8865 3500

4 B 350mm

S.S. 750min’ S.S. 900min™
30 S.S. 1000min™ 30 S.S. 1200min™
3 50 60
25 Hz 25 - Hz
.
% %
. 20 5 __ 20 S
E ™ s E N
. 3 N, B | N
M Applications ° 15 < 9, | N 2 15 NP ﬁ{
N
* Transferring sewage and wastewater I ~ L00g, I 0086
2 N0, 5™ ° ~0p3%s N
to wastewater treatment plant 10 ~3%%s 10— O N Y
- ) . ~~gogg,|. T[N N9, 7\\\ N\
* Draining wastewater from industrial 825 08 ]
<<| N 62 N \\
plant 5 ™~ N 5 . \
« Draining effluent from residence, ™ ™
hotel, commercial complex, etc 0 0
« Pumping storm water at flood control 0 5 10 15 20 25 30 35 40 0 5 10 15 20 25 30 35 40
facility Capacity (m*min) Capacity (m*/min)
B Standard Specifications
Discharge Model Motor Speed Impeller Dl gt Cabtyre Cable
Bo reg Output Starting (8.8.) Passage kgs No.of 200~240V | 380~575V Lenath
Free | Guide Rail Method | 50Hz/60Hz | 50HZ/60Hz | Free | GuideRal | py.c | Cores x | Quie' | Cores x | Quter | %% | Materl
mm | Standing Fitting kW min-* mm Standing | Fitting mm2 | mm mm2 | mm | m
4x<14 21.7 4x14 21.7 Ch|0r0prene
400 |400B822 | TO400B822 | 22 | Star-Defta| 750/900 | 156x109/160x90 | 985 920 3 [B8x14 [19.7 [83x14 [19.7 | 10
3%x1.25 [10.5 | 3 x1.25[10.5 Rubber
4 =22 28.8 4x14 21.7 Ch|0r0prene
400 |400B637 | TO400B637 | 37 | Star-Delta | 1000/1200 [190x130/200x100| 990 955 3 [Bx22 [26.1 [3x14 [19.7] 10
3x1.25 [10.5 | 3%x1.25 [10.5 Rubber
— — [4x14 [21.7
400 | 400B645 | TO400B645 | 45 | StarDefta | 1000/1200 |175x128/175x100| 1650 | 1580 | 3 — — | — |5x1a 1197 10 Ch}?&ggg”e
400 | 400B655 | TO400B655 | 55 | StarDefla| 1000/1200 | 145x110/175x100| 1750 | 1700 | 2 |———f—(LAox38IL98:8 | 4 | (fopine
— — | 7cI3x38]"|35.8 Chloroprene
400 |400B675 | TO400B675 | 75 | Star-Delta | 1000/1200 | 130x100/140x90 | 1850 | 1800 2 — — Taxass laso| 10 Rubber
* Dry weight *7cores[3x38 & 1x22 & 3x2]

All weights excluding cable

Weights of guide rail fitting excluding duckfoot bend

B Model Number Designation
400 B 8 22

Discharge bore in millimeters

Name of the Series

Number of poles of the motor

Rated motor output in kilowatts

W Standard Accessories

Free Standing

* Discharge Bend (with Packing & Bolts)

Guide Rail Fitting - TO

« Lifting Chain 5m, (with Shackles)
* Guide Support (with Bolts & Nuts)
* Guide Hook (with Bolts)

* Duckfoot Bend

» Guide Connector (with Bolts)

B 500mm )



SEWAGE CHANNEL IMPELLER

B 500mm Tsurumi Pump

The B-series is the basic model of the Tsurumi submersible sewage pumps, and mPerformance Curves
. . . . . . S.S. 600min™ S.S. 600min™
it can be used for various kinds of field. A channel impeller practically prevents S'S. 750min 3'S 900min”
internal clogging and enables the pump to efficiently transfer sewage and 18 S.S. 1000min” 18 S.S. 1200min”
wastewater containing solid matters. It is available as an extended line-up from 50 16 50 16 60
to 800 mm discharge bores. 4 Hz s Hz
by
_ 12 12 2
E 004 % E Nl s o‘%;
o 3 10 s Sos g 10 085N
®Applications ks ™~ N s o ~ %
* Transferring sewage and wastewater s 8 5 5 8 Sn,| S
5 0, 5 0o, %
to wastewater treatment plant 6 870, > \ T e 8723>\ Ko
* Draining wastewater from industrial . . N
plant
* Draining effluent from residence, 2 2 '
hotel, commercial complex, etc 0 0
. pumping storm water at flood control 0O 5 10 15 20 25 30 35 40 45 50 0O 5 10 15 20 25 30 35 40 45 50
facility Capacity (m®min) Capacity (m*min)
B Major Standard Specifications B Standard Specifications
Discharge Bore mm | 500 iaht * Cabtyre Cable
s  Fluid Wastewater, and Liquid carrying Discharge Model Motor : Sgesed IIDmpe"er £ Vkvgesl,ght 200 ~ 240 V ;80 ~ 575V
Pumping| TyPe of Fu! Waste and Solid Matters Bore Output Starting (5.5, assage No. of Length .
Fluid : - Free Guide Rail Method | 50Hz/60Hz 50Hz/60Hz Free | Guide Rail Cores x | Outer | Cores x | Quter Material
Fluid Temperature 010 40C - o . - - Cables Dia. Dia.
— N — mm | Standing Fitting kW min-t mm Standing | Fitting mm2 | mm mm2 | mm | m
mpeller annel Impeller . .
Structure| Shaft Seal | Double Mechanical Seal with OF Lifter 500 | 50081037 | TO500B1037 | 37 | StarDelta| 600/— 225100 2050 | 1950 | 2 o8N 858 Tex38L 998 4o Chgu’ggfr”e
Pump :::IT:r zcr’:yb::hiceg‘i::;a" Bearing 500 |500B1237 | TO500B1237 | 37 | StarDeta| —/600 205x100 | 2050 | 1950 | 2 (LASx%el 958 TeloxSsr 95.5 o (Mupe
Materials|Casing | Gray Iron Gasting 500 | 5008855 |TOS00B855 | 55 |SiarDefa| 750/900 | 175x140/175x80 | 2150 | 2080 | 2 |—— oo 9881 4o (onpe
Shaft Seal |SiC 500 | 5008675 | TOSO0B675 | 75 | StarDefla| 1000/1200 130x120/130x100| 2150 | 2080 | 2 |— 0o 380988 4o |(o0pine
voe. Pol Dry Type Submersible Induction Motor — [ 7cBxaal 358 Cloroprene
ype, Pole YRR 500 |500B875 |TO500B875 | 75 | StarDefta| ——/900 190x80 2550 | 2450 | 2 — 1 — Taxas Tasol 10 | Rppe
Class of Insulation Class E " Dry W?ight . *7cores[3x38 & 1x22 & 3x2]
Class F (37kW only) All weights excluding cable
Phase Three-phase Weights of guide rail fitting excluding duckfoot bend
Starting Method Star-delta
Motor -
I(:;ro_tlctat_:tifn Device | Miniature Thermal Protector BModel Number Designation M Standard Accessories
ullt-in Leak S . . . e
— Teab.ageor‘:;gvesz) 500 B 10 37 Free Standing Guide Rail Fitting - TO
roin
uoricant e = . Discharge bore in millimeters » Discharge Bend (with Packing & Bolts) « Lifting Chain 5m, (with Shackles)
Frame Gray lron Casting Name of the Series « Guide Support (with Bolts & Nuts)
Materials | Shaft 420 Stainless Steel « Guide Hook (with Bolts)
Cable Chloroprene Rubber Number of poles of the motor « Duckfoot Bend
_ . Rated motor output in kilowatts » Guide Connector (with Bolts)
Discharge Connection JIS 10K Flange

Distributed by Australian Pump Industries (02) 8865 3500
4B 400mm B 600 + 700 - 800mm 50Hz p



SEWAGE CHANNEL IMPELLER

B 600 - 700 - 800mm / 50Hz

The B-series is the basic model of the Tsurumi submersible sewage pumps, and
it can be used for various kinds of field. A channel impeller practically prevents
internal clogging and enables the pump to efficiently transfer sewage and
wastewater containing solid matters. It is available as an extended line-up from 50
to 800 mm discharge bores.

Guide Rail Fitting

B Major Standard Specifications

mPerformance Curves

TSURUMI Pump

Discharge Bore mm| 600 ‘ 700 ‘ 800 ‘
. Wastewater, and Liqui rryin
pumprg ety e L v
Fluid Temperature 010 40C
Impeller Channel Impeller
Structure| Shaft Seal | Double Mechanical Seal with Oil Lifter
Pump Bearing Double-shielded Ball Bearing
Impeller Gray Iron Casting
Materials | Casing Gray Iron Casting
Shaft Seal |SiC
Type, Pole Dry Type Submersible Induction Motor
10, 12, 14-pole
Class of Insulation Class F
Phase Three-phase
Starting Method Star-delta
Motor Protection Device Miniature Thermal Protector
(built-in) Leakage Sensor
Lubricant Turbine Oil (ISO VG32)
Frame Gray Iron Casting
Materials| Shaft 420 Stainless Steel
Cable Chloroprene Rubber

S.S. 428min™
S.S. 500min™
S.S. 600min™
10 50
3 Hz
&
(~
_ o)
€ \
L 2
M Applications Koy &)
. - —0,
* Transferring sewage and wastewater g 0,9
to wastewater treatment plant s R
« . . . - Pa. Y 0 0
* Draining wastewater from industrial 0% o% 0%7 000’
plant &2\ \& %
%\ O 7
» Draining effluent from residence, 3 N\ S\ °—
hotel, commercial complex, etc 2 ‘ ‘
+ Pumping storm water at flood control 0 30 50 100
facility Capacity (m®min)
B Standard Specifications
Dry Weight * Cabtyre Cable
; Model
Discharge Motor Starting Speed Impeller kgs 380 ~ 575 V
Bore Output S.S. Passage No. of L h :
Free Guide Rail P | Method (5.5.) 2 Free | Guide Ral C;blgs Cores x OD‘;}:' ength | \aterial
mm | Standing Fitting kW min- mm Standing | Fitting mm? mm m
600 |600B1255 |TOBOOB1255 | 55 |StarDeta| 500 220x100 | 3150 | 3350 | 2 [ ofSxseln 988 4o | Chioroprene
600 |600B1085 | TOBO0B1085 | 85 | Star-Deta| 600 210x85 | 3100 | 3300 | 2 | Lo2xoelT 888 4y | Chloroprene
700 |700B1265 | TO700B1265 | 65 | StarDeta| 500 300x85 | 4000 | 4400 | 2 [ LoASxoeln 898 4o Chioioprene
700 |700B1275 | TO700B1275 | 75 |StarDefa| 500 300x85 | 4200 | 4600 | 2 [ ZASxSSITL 958 4y | Ciloroprene
800 |800B1290 | TOB00B1290 | 90 | StarDeta| 500 30090 | 5600 | 5800 | 2 | ROt 457 4o Cfloroprene
800 |800B14110 | TOBO0B14110 | 110 | StarDeta| 428 310x90 | 5800 | 6000 | 2 [ooexSOmL 457 4o  Chiioprene
* Dry weight *7cores[3%38 & 1x22 & 3x2]

All weights excluding cable

Weights of guide rail fitting excluding duckfoot bend

B Model Number Designation
600 B 12 55

Discharge bore in millimeters

Discharge Connection

JIS 10K Flange

Distributed by Australian Pump Industries (02) 8865 3500

4 B 500mm

Name of the Series

Number of poles of the motor

Rated motor output in kilowatts

W Standard Accessories

Free Standing
* Discharge Bend (with Packing & Bolts)

*?Tcores[3x60 & 1x22 & 3x2]

Guide Rail Fitting - TO

« Lifting Chain 5m, (with Shackles)
» Guide Support (with Bolts & Nuts)
» Guide Hook (with Bolts)

* Duckfoot Bend

» Guide Connector (with Bolts)

B 600 - 700 - 800mm 60Hz )



SEWAGE CHANNEL IMPELLER

B 600 - 700 - 800mm / 60Hz TSURUMI Pump

The B-series is the basic model of the Tsurumi submersible sewage pumps, and W Performance Curves S.S. 400min™®
. . . . . . S.S. 450min™
it can be used for various kinds of field. A channel impeller practically prevents S.S 514min”

S.S. 600min™

60
Hz

internal clogging and enables the pump to efficiently transfer sewage and
wastewater containing solid matters. It is available as an extended line-up from 50
to 800 mm discharge bores.

M Applications
* Transferring sewage and wastewater
to wastewater treatment plant
* Draining wastewater from industrial

Total Head (m)

l\c?
ooo
7,
6
7

plant S
* Draining effluent from residence, 7%* o |
hotel, commercial complex, etc
+ Pumping storm water at flood control 100
Guide Rail Fitting facility Capacity (m*/min)
B Major Standard Specifications B Standard Specifications
Discharge Bore mm| 600 | 700 | 800 | Model Dry Weight * Cabtyre Cable
_ . Wastewater, and Liquid carrying Discharge Motor . Speed Impeller kgs 380 ~ 575 V
Pumping | Type of Fluid Waste and Solid Matters Bore : — Output St (S.8)) Passage ——— No. of out Length .
Fluid : - Free Guide Rail Method Free | Guide Rail Cores x L Material
Fluid Temperature 010 40C ; o . ; - Cables Dia.
mm | Standing Fitting kW min- mm Standing | Fitting mm? mm m
Impeller Channel Impeller 7c[83x38]*" | 35.8 Chl
Structure| Shaft Seal | Double Mechanical Seal with Of Liffer 600 |600B1845 | TOBOOB1845 | 45 | StarDeta| 400 280x90 5000 | 5200 | 2 o= seo | 10 |TRDPEe
Pump Bearing _|Double-shielded Ball Bearing 600 |600B1455 | TOB0OB1455 | 55 |StarDefa| 514 220x100 | 3150 | 3350 | 2 [ooxSelnL S8 4o | Chioroprene
Impeller Gray lron Casting 7c[3 < 38]*" 35:8 Chloroprene
Materials | Gasing | Gray Iron Casting 600 |600B1285 | TOB00B1285 | 85 |StarDefta| 600 210x85 3100 | 3300 | 2 2707 seo | 10 |TRERS
Shaft Seal |sic 700 |700B1465 | TO700B1465 | 65 |StarDeta| 514 300x85 | 4000 | 4400 | 2 | ZSRxSSITL 858 4y | Clloroprene
Dry Type Submersible Induction Motor < E3
Type, Pole 12, 14,16, 18-0000 700 |700B1475 | TO700B1475 | 75 |SarDeta| 514 300x85 | 4200 | 4600 | 2 | SSoxSSITL 898 4 | Choroprene
Class of Insulation | Class F 800 |800B1490 | TOB00B1490 | 90 | StarDeta| 514 300x90 | 5600 | 5800 | 2 [oo2xSOmL 457 . 4o  Chioioprene
Phase Three-phase P *2 .
, 800 |800B16110 | TOBO0B16110 | 110 |StarDeta | 450 310x90 | 5800 | 6000 | 2 | Lo°xSOIT| 457 4, | Chioroprene
Starting Method Star-delta > 45.7 Rubber
Motor i ; Miniature Thermal Protector * Dry weight *'7cores[3x38 & 1x22 & 3x2]
e . Al weights excluding cable “7cores[3x60 & 1x22 & 3x2]
9 Weights of guide rail fitting excluding duckfoot bend
Lubricant Turbine Oil (ISO VG32)
Frame Gray Iron Casting
Materials| Shaft 420 Stainless Steel B Model Number Designation M Standard Accessories
Cable Chioroprene Rubber 600 B 18 45 Free Standing Guide Rail Fitting - TO
Discharge Connection JIS 10K Flange Discharge bore in millimeters * Discharge Bend (with Packing & Bolts) * Lifting Chain 5m, (with Shackles)
Name of the Series » Guide Support (with Bolts & Nuts)
* Guide Hook (with Bolts)
Number of poles of the motor « Duckfoot Bend
Distributed by Australian Pump Industries (02) 8865 3500 Rated motor output in kilowatts * Guide Connector (with Bolts)

4B 600 - 700 - 300mm 50Hz





